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Charging voltage 16.0V | Charging current 2.0A | Battery capacity from 12-120Ah
The repair charge mode uses higher voltage pulses to restore old, unused, damaged, acid-coated or sulphated batteries. 
Not all batteries can be repaired. Carry out the complete charging cycle to achieve the best possible result. Once the 
charging process has been successfully completed (battery full), the system automatically switches to trickle charging.
 

Charging voltage 14.5V | Charging current 3.0A | Battery capacity from 3-50Ah
Charging mode for 12.8V lithium iron phosphate batteries (4-cell LiFePO4). This mode is not available if the battery 
voltage battery voltage is outside of 11.6-13.8V. This mode does not have a trickle charge function. 

	 	 Never	 use	 this	 mode	 for	 lead	 batteries,	 as	 there	 is	 a	 risk	 of	 explosion	 and	 fire.	 Lithium	 batteries	 do	 not	 
	 	 necessarily	have	a	battery	management	 system	 (BMS).	 The	manufacturer‘s	 specifications	 regarding	voltage	 
  and charging currents must be observed.
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12.8V LITHIUM
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V MODO DESCRIZIONE USCITA CAPACITÀ

1 6V NORMAL Per la ricarica di batterie al piombo da 6 Volt, umide,  
al gel, senza manutenzione MF, CA, VRLA e EFB. 7.3V | 3.8A 12Ah-120Ah

2 6V COLD/AGM Per la carica di batterie al piombo da 6 Volt a  
temperature inferiori a 10°C o di batterie AGM. 7.4V | 3.8A 12Ah-120Ah

3 12V NORMAL Per la ricarica di batterie al piombo da 12 Volt, umide,  
al gel, senza manutenzione MF, CA, VRLA e EFB. 14.5V | 3.8A 12Ah-120Ah

4 12V COLD/AGM Per la ricarica di batterie al piombo da 12 Volt a  
temperature inferiori a 10°C o di batterie AGM. 14.7V | 3.8A 12Ah-120Ah

5 12V NORMAL SMALL Per la ricarica di batterie al piombo da 12 Volt, umide, al 
gel, senza manutenzione MF, CA, VRLA e EFB. 14.5V | 0.9A 1.2Ah-12Ah

6 12V COLD/AGM 
SMALL

Per la ricarica di batterie al piombo da 12 Volt a  
temperature inferiori a 10°C o di batterie AGM. 14.7V | 0.9A 1.2Ah-12Ah

7 12V RECOVER Per il ripristino di batterie a 12 V vecchie, inutilizzate, 
danneggiate, ricoperte di acido o solfatate. 16.0V | 2.0A 12Ah-120Ah

8 12.8V LIHTIUM Per la ricarica di batterie al litio ferro fosfato 
(LiFePO4) da 12,8 Volt. 14.5V | 3.0A 3Ah-50Ah
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ABSINA GmbH
Carl-Benz-Strasse 9

74722 Buchen
Germany

Hotline: +49 6281 / 5615500
E-Mail: service@absina.de

www.absina.com


